ReaderTT.config = {"pagecount":10,"title":"Module","author":"cet","subject":"","keywords":"","creator":"Acrobat PDFMaker 7.0 for Word","producer":"Acrobat Distiller 7.0 (Windows)","creationdate":"D:20060627075340+05'30'","moddate":"D:20060627172619+05'30'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Software Life Cycle Model","page":1,"zoom":"Fit","children":[{"title":"Basics of Software Life Cycle and Waterfall Model","page":2,"zoom":"Fit","children":[{"title":"Specific Instructional Objectives","page":3,"zoom":"Fit"},{"title":"Life cycle model","page":3,"zoom":"Fit"},{"title":"The need for a software life cycle model","page":3,"zoom":"Fit"},{"title":"Different software life cycle models","page":4,"zoom":"Fit"},{"title":"Different phases of the classical waterfall model","page":4,"zoom":"Fit","children":[{"title":"Activities in each phase of the life cycle","page":5,"zoom":"Fit"},{"title":"Activities undertaken during feasibility study:","page":5,"zoom":"Fit"},{"title":"Activities undertaken during requirements analysis and specification:","page":7,"zoom":"Fit"},{"title":"Activities undertaken during design:","page":8,"zoom":"Fit"},{"title":"Activities undertaken during coding and unit testing:","page":8,"zoom":"Fit"},{"title":"Activities undertaken during integration and system testing:","page":8,"zoom":"Fit"},{"title":"Activities undertaken during maintenance:","page":9,"zoom":"Fit"}]},{"title":"Shortcomings of the classical waterfall model","page":9,"zoom":"Fit"},{"title":"Phase-entry and phase-exit criteria of each phase","page":10,"zoom":"Fit"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
