ReaderTT.config = {"pagecount":28,"title":"Autodesk Whitepaper","author":"Xiaoshi Jin","subject":"Autodesk Whitepaper","keywords":"Autodesk, Product, White, Paper, Whitepaper, Brand, Identity, Design","creator":"Acrobat PDFMaker 9.1 for Word","producer":"Adobe PDF Library 9.0","creationdate":"D:20110322103137-04'00'","moddate":"D:20110322103154-04'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Introduction","page":3,"zoom":"XYZ 123 1101 null"},{"title":"Background","page":3,"zoom":"XYZ 123 314 null","children":[{"title":"Different mesh focus","page":3,"zoom":"XYZ 123 259 null"},{"title":"Mapping strategy","page":4,"zoom":"XYZ 123 369 null"}]},{"title":"Workflow and Settings","page":5,"zoom":"XYZ 123 553 null","children":[{"title":"Workflow","page":5,"zoom":"XYZ 123 496 null"},{"title":"Autodesk Moldflow Structural Alliance with DS Simulia Abaqus 6.9 and 6.10","page":7,"zoom":"XYZ 123 1101 null","children":[{"title":"Create Anchor Points for Warpage Analysis","page":7,"zoom":"XYZ 123 1031 null"},{"title":"Autodesk Moldflow Structural Alliance built-in Export Wizard","page":8,"zoom":"XYZ 123 322 null"},{"title":"Autodesk Moldflow Structural Alliance built-in Import Wizard ","page":10,"zoom":"XYZ 123 314 null"}]},{"title":"Autodesk Moldflow Structural Alliance with Autodesk Simulation Multiphysics and Simulation Mechanical","page":11,"zoom":"XYZ 123 304 null","children":[{"title":"Create Anchor Points for Warp Analysis","page":12,"zoom":"XYZ 123 673 null"},{"title":"Plastic Material Selection","page":13,"zoom":"XYZ 123 692 null"},{"title":"Export to Autodesk Moldflow","page":14,"zoom":"XYZ 123 1048 null"}]}]},{"title":"Validation Examples","page":14,"zoom":"XYZ 123 444 null","children":[{"title":"Process-induced stress mapping validation","page":14,"zoom":"XYZ 123 389 null","children":[{"title":"Validation with DS Simulia Abaqus","page":15,"zoom":"XYZ 123 1098 null"},{"title":"Validation with Autodesk Simulation Multiphysics","page":21,"zoom":"XYZ 123 617 null"},{"title":"Conclusion","page":23,"zoom":"XYZ 123 667 null"}]},{"title":"Mapping validation for Coefficients of Thermal Expansion (CTE)","page":23,"zoom":"XYZ 123 493 null","children":[{"title":"Validation with DS Simulia Abaqus","page":23,"zoom":"XYZ 123 304 null"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
